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A} EXISTING INTERCONNECT CABLE
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—— . MILDRED AVENUE

CENERAL NOTES

1. THE CONTRACTOR SHALL AT THE CONCLUSION OF THE SIGNAL RECONSTRUCTION,
LOCATE THE EXISTING HANDHOLE IN THE MEDIAN APPROXIMATLY 400 FT. NORTH
OF THE MEDIAN NOSE. THE CONTRACTOR SHALL THEN RE-ROUTE THE EXISTING
INTERCONNECT CABLE THROUGH THE CONDUIT SYSTEM, AND TERMINATE INTO
THE CABINET AS SHOWN.
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CONSTRUCTION DETAILS
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A. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TREICHED. RIGHT OF WAY
B. USE EXISTING HANDHOLE. Q /
C. USE EXISTING CONDUIT. Q
Q MATERIAL LIST
D. INSTALL EXISTING INTERCONNECT CABLE INTO BASE MOUNTED e 2\ 4 )
CABINET, TERMINATE CABLE AND.LABEL. N B. EQUIPMENT TO BE FURNISHED AND/OR IINSTALLED BY THE CONTRACTOR.
N g CATEGORY DESCRIPTION
\z\ w 4 OhEORRY UNITS  QUANTITY
é% ,.-‘}fj 8051 F&I 3 IN. PVC SCHEDULIE 80 ELECTRICAL CONDUIT — TRENCHED LF 50
v ’ NEG. DISCONNECT, PULL BACK AND RE-ROUTE EXISTING I/C CABLE - U/G LF 475
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